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HYDRO SHOOT SMALL R2.00

In the vertical position, the “small” Hydro Shoot grow tent is designed for plants measuring 50 to 150 cm (20 to 60 in) tall and fea-
tures grow spaces of 0.16 to 1.00 m² (2 to 11 ft²). In the horizontal position, it can be used for plants measuring less than 80 cm 
(31 inch) tall and features grow spaces of 0.40 to 2.00 m² (5 to 22 ft²). It features reflective socks for the air intake/exhaust ports, 
and you can also use our DF16 DUCTING FLANGE to add more openings. It comes without accessories and can be used with acces-
sories and peripherals designed specifically for all our grow tents. The configuration advice (Ventilation, Lighting and Extraction) are 
dedicated to intensive Level III growing, for sun-loving plants. Divide these figures by 2 or by 4 for Level II and Level I growing.

HS60 HS80 HS100

GENERAL DETAILS

  HS60

  HS100

  HS40

  HS80

Hydro Shoot 60x60x158 cm Hydro Shoot 2’ x 2’ x 62’’

Hydro Shoot 100x100x198 cm Hydro Shoot 3⅓’ x 3⅓’ x 78’’

Hydro Shoot 40x40x120 cm Hydro Shoot 1⅓’ x 1⅓’ x 47’’

Hydro Shoot 80x80x178 cm Hydro Shoot 2⅔’ x 2⅔’ x 70’’

DESIGNATION METRIC DESIGNATION IMPERIALREFERENCE

THE ESSENTIAL WITHOUT COMPROMISE

Canvas   M210D Mylar     
Poles   Ø16 mm Q195 Powder Painted
Corners   2.0 mm PolyPropylene
Water Tray  Removable M210D Mylar
Bottom   PE210D

VIDEO

METRIC IMPERIAL

Q195 Steel
Ø16mm | Ø0.63in

100% Lightproof
Double-flap zip

Reflective Mylar
M210D

High & Small Plants
Vertical or Horizontal

Water tray
Strong & Removable

M210D Mylar     
Ø0.63’’ Q195 Powder Painted
0.08’’ PolyPropylene
Removable M210D Mylar
PE210D
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